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Emergency Genset
For Marine
For Industry

Power Plant ( HFO / DO / NG )

CPP ( Containerized Power Plant ) 
DPP ( Diesel Power Plant )
EPCIC
O&M, Repair, Refurbishment 

Oil & Gas
Dril Collar, HWDP, BOP
Repair & Maintenance

Engine Parts & Service
Metal Bearing
Engine module & fuel pump
Combustion parts
Engine repair, installation, 
modification

Industrial Equipment
Jumbo size bearing for industrial 
& offshore plant

Raw Material
Metal forging & Casting



Diesel Engine Generator

◆ Power By MAN Diesel & Turbo

◆ Power By SCANIA

TSP Genset Engine

Model

Capacity
( kW, 60 / 50 Hz ) Dimension

Model

Output
( PS, kW, 60 / 50 Hz )

Cylinders Fuel consum.
( L / hr, @100% )

Stand - by Prime L x W x H 
( mm )

W / T
( kg ) Stand - by Prime

TMA - 0360 360 / 330 327 / 300 3,000 x 1,400 x 1,800 3,050 D2866 LE203 544 / 489 494 / 445 I - 6 69.36

TMA - 0455 455 / 410 414 / 373 3,000 x 1,400 x 1,800 3,150 D2876 LE203 689 / 615 627 / 559 I - 6 95.7

TMA - 0480 480 / 450 436 / 409 3,000 x 1,400 x 1,750 3,550 D2848 LE213 730 / 669 664 / 608 V - 8 110.0

TMA - 0525 525 / 505 477 / 459 3,000 x 1,600 x 1,900 4,050 D2840 LE203 794 / 740 722 / 672 V - 10 101.0

TMA - 0600 600 / 560 545 / 509 3,000 x 1,600 x 1,900 4,150 D2840 LE213 900 / 829 818 / 754 V - 10 121.7

TMA - 0655 655 / 585 595 / 532 3,500 x 1,650 x 2,100 4,800 D2842 LE203 975 / 859 886 / 781 V - 12 123.9

TMA - 0735 735 / 650 668 / 591 3,500 x 1,650 x 2,100 5,200 D2842 LE213 1,084 / 954 985 / 868 V - 12 144.8

TMA - 1000 1,000 / 800 909 / 727 3,500 x 1,600 x 2,250 6,390 D2862 LE223 1,519 / 1,194 1,381 / 1,085 V - 12 183.2

TSC - 0330 330 / 285 300 / 259 2,900 x1,014 x 1,558 2,873 DC09 072A
( 02 - 14 ) 370 / 317 336 / 289 I - 5 80.6

TSC - 0360 360 / 320 327/ 291 3,100 x 1,128 x 1,795 3,181 DC13 072A
( 02 - 11 ) 408 / 356 371 / 326 I - 6 82.1

TSC - 0400 400 / 365 364 / 332 3,100 x 1,128 x 1,795 3,231 DC13 072A
( 02 - 12 ) 448 / 403 407 / 365 I - 6 91.5

TSC - 0450 450 / 400 409 / 364 3,100 x 1,128 x 1,795 3,431 DC13 072A
( 02 - 13 ) 503 / 438 457 / 403 I - 6 104.8

TSC - 0500 500 / 490 455/ 446 3,100 x 1,316 x 1,920 3,503 DC16 49A
( 10 - 28C ) 550 / 531 500 / 483 V - 8 118.2

TSC - 0560 560 / 490 509 / 446 3,100 x 1,316 x 1,920 3,803 DC16 49A
( 10 - 28D ) 617 / 531 561/ 483 V - 8 134.0

TSC - 0610 610 / 530 555 / 482 3,100 x 1,316 x 1,920 4,653 DC16 072A
( 02 - 11 ) 678/ 587 619 / 536 V - 8 144.9

TSC - 0650 650 / 565 591 / 514 3,100 x 1,316 x 1,920 4,703 DC16 072A
( 02 - 12 ) 731 / 634 664 / 578 V - 8 155.5

 TSC-0700 700 / 610 636 / 555 3,100 x 1,316 x 1,920 4,703 DC16 072A
( 02 - 13 ) 754 / 680 685 / 621 V - 8 160.4

Diesel Engine Generator Diesel Engine Generator

◆ Power By Doosan Infracore ◆ Power By CUMMINS

◆ Power By CATERPILLAR

◆ Power By MTU

TSP Genset Engine

Model

Capacity
( kW, 60 / 50 Hz ) Dimension

Model

Output
( PS, 60 / 50 Hz )

Cylinders Fuel consum.
( L / hr, @100% )

Stand - by Prime L x W x H
( mm )

W / T
( kg ) Stand - by Prime

TDS - 0060 60 / 50 54 / 45 2,330 x 830 x 1,200 1,350 DB58 96 / 80 87 / 73 I - 6 12.5

TDS - 0075 75 / 61 68 / 54 2,500 x 830 x 1,420 1,500 D1146 143 / 116 130 / 105 I - 6 18.4

TDS - 0090 90 / 73 81 / 65 2,500 x 380 x 1,420 1,550 D1146 143 / 116 130 / 105 I - 6 19.2

TDS - 0115 115 / 91 104 / 88 2,500 x 830 x 1,420 1,600 D1146T 202 / 160 170 / 145 I - 6 24.3

TDS - 0130 130 / 103 118 / 100 2,500 x 830 x 1,420 1,650 D1146T 202 / 160 170 / 145 I - 6 25.5

TDS - 0145 145 / 120 131 / 110 2,790 x 920 x 1,540 1,900 DE12T 270 / 226 245 / 205 I - 6 25.5

TDS - 0175 175 / 145 159 / 133 2,790 x 920 x 1,540 1,950 DE12T 270 / 226 245 / 205 I - 6 35.7

TDS - 0200 200 / 175 181 / 155 2,730 x 950 x 1,500 2,000 P086TI 303 / 270 279 / 240 I - 6 37.8

TDS - 0230 230 / 205 209 / 184 3,000 x 1,100 x 1,700 2,400 P126TI - 3 375 / 343 343 / 304 I - 6 47.6

TDS - 0250 250 / 225 227 / 200 3,000 x 1,100 x 1,700 2,450 P126TI - 3 375 / 343 343 / 304 I - 6 47.6

TDS - 0275 275 / 250 250 / 215 3,000 x 1,100 x 1,700 2,500 P126TI 405 / 370 378 / 328 I - 6 52.5

TDS - 0300 300 / 255 272 / 235 3,000 x 1,100 x 1,700 2,550 P126TI - 2 465 / 400 418 / 360 I - 6 56.0

TDS - 0330 330 / 280 300 / 250 2,300 x 1,400 x 1,900 2,750 P158LE - 2 510 / 437 470 / 399 V - 8 62.2

TDS - 0360 360 / 320 327 / 295 2,300 x 1,400 x 1,900 2,850 P158LE - 1 546 / 492 498 / 444 V - 8 67.5

TDS - 0400 400 / 360 363 / 310 2,300 x 1,400 x 1,900 2,950 P158LE 623 / 563 547 / 494 V - 8 82.8

TDS - 0450 450 / 400 410 / 365 2,300 x 1,400 x 1,900 3,500 DP158LC 665 / 589 601 / 533 V - 8 91.5

TDS - 0500 500 / 450 454 / 400 2,300 x 1,400 x 1,900 3,800 DP158LD 723 / 672 654 / 609 V - 8 101.0

TDS - 0550 550 / 500 500 / 455 3,200 x 1,400 x 1,900 4,200 DP180LA 804 / 729 727 / 661 V - 10 116.5

TDS - 0600 600 / 500 545 / 460 3,200 x 1,400 x 1,900 4,500 DP180LB 866 / 810 784 / 734 V - 10 125.5

TDS - 0650 650 / - 545 / - 3,400 x 1,650 x 2,200 5,200 DP222LA 950 / - 859 / - V - 12 132.5

TDS - 0700 700 / 620  640 / 555 3,400 x 1,650 x 2,200 5,500 DP222LB 1,012 / 870 915 / 788 V - 12 140.5

TDS - 0750 750 / 660  681 / 600 3,400 x 1,650 x 2,200 6,200 DP222LC 1,074 / 950 972 / 861 V - 12 147.8

TSP Genset Engine

Model

Capacity
( kW, 60 / 50 Hz ) Dimension

Model

Output
( PS, 60 / 50 Hz )

Cylinders Fuel consum.
( L / hr, @100% )

Stand - by Prime L x W x H
( mm )

W / T
( kg ) Stand - by Prime

TCU - 1000 1,000 / 900 909 / 815 4,350 x 1,900 x 2,500 7,650 QST30 - G4 1,490 / 1,300 1,350 / 1,180 V - 12 267.0

TCU - 1250 1,250 / 1,120 1,123 / 1,020 5,120 x 1,900 x 2,620 10,600 KTA50 - G3 1,850 / 1,645 1,635 / 1,470 V - 16 330.0

TCU - 1500 1,500 / 1,320 1,288 / 1,114 5,340 x 1,900 x 2,620 12,100 KTA50 - G8
             / G9 2,220 / 1,915 1,885 / 1,608 V - 16 392.0

TCU - 1750 1,750 / 1,495 1,590 / 1,360 6,170 x 2,450 x 2,730 17,300 QSK60 - G3
              / G5 2,547 / 2,399 2,312 / 2,165 V - 16 447.0

TCU - 2000 2,000 / 1,760 1,800 / 1,500 6,170 x 2,450 x 2,730 18,000 QSK60 - G4 
             / G6 2,922 / 2,567 2,647 / 2,319 V - 16 521.0

TCU - 2250 2,250 / 2,000 N.A 5,830 x 2,800 x 2,270 16,000 QSK60 - G8
             / G9 3,251 / 2,875 N.A V - 16 569.0

TCU - 2500 2,500 / 2,335 /  - 6,925 x 2,750 x 3,360 23,000 QSK78 - G6 3,740 /  - 3,371 /  - V - 18 652.0

TCA - 1500 1,500 / 1,280 1,360 / 1,200 5,128 x 2,286 x 2,332 13,500 3512B 2,172 / 1,871 1,971 / 1,757 V - 12 411.0

TCA - 1750 1,750 / 1,600 1,600 / 1,460 6,086 x 2,286 x 2,331 15,500 3516 2,520 / 2,293 2,304 / 2,095 V - 16 470.0

TCA - 2000 2,000 / 1,800 1,825 / 1,600 6,444 x 2,588 x 3,051 16,500 3516B 2,876 / 2,595 2,628 / 2,293 V - 16 518.0

TCA - 2250 2,250 / 2,000 2,000 / 1,820 6,867 x 2,588 x 3,022 17,500 3516B 3,286 / 2,876 2,876 / 2,622 V - 16 594.0

TCA - 2500 2,500 /  - 2,275 /  - 7,072 x 2,450 x 2,916 18,500 3516C 3,634 /  - 3,308 /  - V - 16 656.0

TCA - 2750 2,700 /  - 2,500 /  - 6,492 x 2,098 x 2,208 20,000 C175 3,987 /  - 3,638 /  - V - 16 729.0

TCA - 3000 3,000 /  - 2,725 /  - 6,492 x 2,098 x 2,208 20,000 C175 4,423 /  - 4,034 /  - V - 16 806.0

TMT - 1000 1,000 / 880 910 / 800 4,370 x 1,770 x 2,250 9,700 16V2000
G85 / 65 1,474 / 1,289 1,335 / 1,177 V - 16 203.0

TMT - 1200 1,200 / 1,000 1,080 / 900 4,420 x 2,010 x 2,700 11,500 18V2000
G85 / 65 1,732 / 1,454 1,575/1,322 V - 18 225.0

TMT - 1500 1,500 / 1,450 1,363 / 1,300 4,980 x 2,430 x 2,950 13,000 12V4000
G43 / 23 2,295/2,082 2,009/1,877 V - 12 290.0

TMT - 1750 1,750 / 1,600 1,590 / 1,450 5,350 x 2,200 x 2,750 15,300 12V4000
G83 / 63 2,525/2,314 2,285/2,082 V - 12 325.0

TMT - 2000 2,000 / 180 1,818 / 1,650 6,500 x 2,900 x 2,835 16,180 16V4000
G43 / 23 3,041/2,598 2,671/2,377 V - 16 390.0

TMT - 2500 2,500 / 2,250 2,300 / 2,000 7,636 x 6,438 x 3,100 23,800 20V4000
G43 / 23 3,623 / 3,200 3,292 / 2,908 V - 20 481.0

Total Solution & Power Total Solution & Power Total Solution & Power

※ Generator output can be changed depending on the efficiency of generator
※ Output tolerance : ±3 % ( ISO 3046 )


